BRASS Y-STRAINER

ITEM NO.: BRY011

THREAD: BSP

SIZES: 2" -4~

WORKING PRESSURE: PN .20

WORKING TEMPERATURE: -20°C to 100°C

FILTER MESH: %2" to 2" mesh size is 2=800 microns
2 %" to 4” mesh size is 530 microns

PARTS MATERIALS
BODY Brass OT-58
COUPLING Brass OT-58
FILTER Stainless Steel AISI 304

Dimensions (mm)

DN | %" | %" | 17 | 1% | 1%" | 2" | 2%" | 3 4"
A | 58|66 | 77 | 101 | 112 | 125 165
B |50 |59 | 71| 87 | 100 | 121 168
E | 11| 13| 15 17 18 20 27
F 1520 | 25 | 32 40 50 80

BRASS FOOT VALVE

ITEM NO.: BRFO11
THREAD: BSP
SIZES: %" -4"

WORKING TEMPERATURE: 0°C to 90°C

PARTS MATERIALS
BODY Brass CW 617N
SEAT Brass CW 617N
FILTER Brass UNI 5035
WASHER Fibre

SEAT WASHER NBR 60 SH/A

Dimensions (mm)

SIZE " $Z8 1’ 19 1%" 2" 2% 3" 4"
A 59.5 70.5 82 94.5 102 119.5 | 139.5 | 174.5 | 1945
B 39 45 51 61 68.5 80 100 121 145

PSI 140 140 140 110 110 110 90 90 90




